Description

FIG. 1 is a perspective view of a seat belt buckle in its closed position according to the present invention, the buckle including a lift cover;

FIG. 2 is a top plan view of the buckle of FIG. 1;

FIG. 3 is a bottom plan view of the buckle of FIG. 1;

FIG. 4 is a side elevation view of the buckle of FIG. 1, wherein the opposite side elevation view is a mirror image thereof;

FIG. 5 is a front elevation view of the buckle of FIG. 1;

FIG. 6 is a rear elevation view of the buckle of FIG. 1;

FIG. 7 is a perspective view of the lift cover of the buckle of FIG. 1;

FIG. 8 is a side elevation view of the lift cover of FIG. 1, wherein the side elevation view is a mirror image thereof;

FIG. 9 is a front elevation view of the lift cover of the buckle of FIG. 1; and,

FIG. 10 is a bottom plan view of the lift cover of the buckle of FIG. 1.

All portions of the drawings including the belts shown in dashed lines are for illustrative purposes only and form no part of the claimed design.

The broken lines are included for the purpose of illustrating portions of the seat belt buckle that form no part of the claimed design.

1 Claim, 8 Drawing Sheets
(56) References Cited

U.S. PATENT DOCUMENTS

<table>
<thead>
<tr>
<th>Patent Number</th>
<th>Date</th>
<th>Inventor/Assignee</th>
<th>Classification</th>
</tr>
</thead>
<tbody>
<tr>
<td>D508,872 S</td>
<td>8/2005</td>
<td>Hoeppner</td>
<td>D11/216</td>
</tr>
<tr>
<td>D559,146 S</td>
<td>1/2008</td>
<td>Kawaguchi</td>
<td>D11/216</td>
</tr>
<tr>
<td>D600,160 S</td>
<td>9/2009</td>
<td>Kosh et al.</td>
<td>D11/218</td>
</tr>
<tr>
<td>8,561,267 B2</td>
<td>10/2013</td>
<td>Chang</td>
<td>24/499</td>
</tr>
</tbody>
</table>

* cited by examiner